Advanced Cricut Help Sheet
Kerning in Cricut Design Space (adapted from Cricut.com)
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Offset Feature in Cricut Design Space (adapted from Cricut.com)
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Writing in Cricut Design Space (adapted from Cricut.com)
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5. Select Apply to create the offset. The new layer appears on the Canvas and in the Layers panel
You can then work with this layer as you would any other object on the Canvas.
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4 Weld Offsets is selected by default when a text box, a design with multiple layers, or multiple
objects are selected. This option merges offsets for all selected objects, so they function as a single
layer. De-select Weld Offsets if you wish to work with each offset separately.
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Note: The Offset layer is not automatically grouped with the original object. Group, change
color, Contour, Attach, etc. as needed. For Print Then Cut projects, such as stickers, flatten
the original object layer to the offset layer before printing.

Tip: Create additional offset layers for your design to give it even more dimension!
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You can use Cricut pens with your Cricut machine to write any font by changing the line type of
your text to "Write' instead of "Cut”. However, Design Space offers several Cricut fonts specifically
designed to be drawn with a pen and not cut. While most fonts will trace the outside of the letters,
“writing style" fonts feature letters with single strokes, so they are the most similar to handwritten
text. When selecting a font, you can choose a font with a Writing style
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Preparation

1. Pre-wash fabric base materials without fabric softener to pre-shrink and remove chemicals that
may prohibit strong adhesion

2. Recommended: To verify cut setting, perform a test cut using a small basic shape.

3. Recommended: To verify application setting, apply test cut in an inconspicuous area on the base
material.

4. Find your pressing surface. I it's firm, flat, and around waist high, you're golden. Be sure to avoid
flimsy ironing boards.

Design, cut, and weed

Note: Everyday Iron-On can be used in multi-layer designs. It can be applied on top of
other Everyday Iron-On, or you can use it as base layers for other types of Iron-On. Keep this
is mind as you create your design.

1. Select and size your design in the software. Be sure to Mirror your mats before cutting if using
Design Space. In the Cricut Joy app, Mirror is enabled automatically when you select a heat-
transfer material.

2. Select Everyday Iron-On from the list of materials.

« If using a Cricut Explore machine, turn Smart Set Dial to Custom.

3. Place Iron-on sheet, liner side down, onto Cricut StandardGripcutting mat.

« If using Smart Iron-On with Cricut Joy, it may be loaded into the machine without a mat.

4. Load it into the machine and cut your design.

5. When the cut is complete, weed your image.
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Preparation

1. Pre-wash fabric base materials without fabric softener to pre-shrink and remove chemicals that
may prohibit strong adhesion.

2. Recommended: To verify cut setting, perform a test cut using a small basic shape.

3. Recommended: To verify application setting, apply test cut in an inconspicuous area on the base
material.

4. Find your pressing surface. If it's firm, flat, and around waist high, you're golden. Be sure to avoid

flimsy ironing boards.

Design, cut, and weed

Note: Everyday Iron-On can be used in multi-layer designs. It can be applied on top of
other Everyday Iron-On, or you can use it as base layers for other types of Iron-On. Keep this
is mind as you create your design.

1. Select and size your design in the software. Be sure to Mirror your mats before cutting if using
Design Space. In the Cricut Joy app, Mirror is enabled automatically when you select a heat-
transfer material.

2. Select Everyday Iron-On from the list of materials.

e If using a Cricut Explore machine, turn Smart Set Dial to Custom.

3. Place Iron-on sheet, liner side down, onto Cricut StandardGrip cutting mat.

e If using Smart Iron-On with Cricut Joy, it may be loaded into the machine without a mat.

4. Load it into the machine and cut your design.

5. When the cut is complete, weed your image.
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Apply

1. Preheat base material as instructed in our Heat Transfer Guide.

2. Place the cut design on the base material with the shiny liner side up. Apply heat as instructed
(see Heat Transfer Guide).

3. Flip the base material over and apply heat to the back of the design as instructed (see Heat
Transfer Guide).

4. Use acool peelto remove the liner.

Note: If using ahousehold iron, use the Cotton/Linen setting (generally the highest
temperature setting). Make sure the steam setting is OFF. Preheat the application area of
your base material for 10-15 seconds. Place the weeded image, liner side up, onto the
preheated material. Apply medium pressure with the iron for 25-30 seconds. Flip the
material over and apply medium pressure with the iron to the back of the material for an
additional 25-30 seconds. Use a cool peelto remove the liner.

Care

* Wait 24 hours before washing embellished item

« Forlongest life, wash and dry the embellished item inside-out

« Ifareas of Iron-On material lift after washing, simply follow the complete application instructions
to reapply.
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Heat Guide

Select options to view instructions.
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Which Cricut EasyPress do | have? Find out here.

Heat-Transfer Material

Select heat-transfer material \
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2. By default, the font list is filtered by fonts with kerning. Browse or search to find a font and select
it. Your kerned text will render on the Canvas.
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What is kerning?

Kerning refers to the spacing between letters or characters in printed text. In Design Space, we've
optimized kerning for system fonts and many Cricut fonts so the spacing between letters or
characters is automatically more natural

How it works

To use kerned fonts follow the steps below:

1. Select the Text tool or an existing text box, then select the font drop-down,
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o = ®
-~ DramaQueen,

2. By default, the font list is filtered by fonts with kerning. Browse or search to find a font and select
it. Your kerned text will render on the Canvas.
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Follow the steps below to create a custom offset layer for your images and text

1. Insert images o text onto the Canvas. Select the layer for which you want to create an offset. You
can select a single layer or multiple layers or objects.

2.Select Offset. Use the slider to choose offset size or enter a specific measurement in the field. A
line appears on the Canvas to help you visualize the size and shape of the offset.
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3.Choose a corner style for your offset.
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Choose a corner style for your offset.





